
HIGH SECURITY WELDMESH 

 Difficult to Climb: The space between the horizontal wires are too
narrow for the fingers to have a grip

 Impregnable: Extremely difficult to cut with a hand cutter as the
'Beak' of wire cutter will not be able to penetrate the horizontal wires

 Excellent replacement option to solid wall as:
Economical than solid wall
 Faster to install than solid wall
 CCTV Camera has a clear view sight

 Further upgrade possible with electronic security system

 Anti-corrosive & low maintenance

 Aesthetically pleasing which adds more value to  the property
and prevents the 'prison look’

Salient Features

2100 (H) X 2971 (W)

2400 (H) X 2971 (W) (On request)

1800 (H) X 2971 (W) (On request)

3000 (H) X 2515 (W) (Special Order)

A

B

C

D

* Distance between center of two posts is 3000 mm

Panel Height Options Available

High Security Mesh Fencing all looks the same. It is vitally 
important to look at the specifications you are being offered on
the panels and post. Difference's in prices tend to mean less wire, 
less galvanisation or less coatings or not compliant material. 
These fences look great and you want it to stay this way. Your 
investment up front is expensive so please check if the 
specifications offered correspond with your environment.

A1 Fence Products, will not sell pre galvanised panels
without a coating. If the material says galvanised, is it HDG or
pre-galvanised? Most likely it is pre-galvanised, which means
it is heavy galvanised coated wires. This means the panels
were welded after the wires were galvanised. The welding spots
should be covered or treated otherwise rust will form.

Note

High Security Weld Mesh is wire fused & welded at horizontal distance of and vertical distance of  also known as 3510 where 
3 denotes 3" (distance between vertical wires), 5 denotes 0.5" (0.5 inch) (distance between horizontal wires) and 10 denotes diameter of the wire 
in guage. Aperture size 76.2mm x 12.7mm.

3" (3 inch) ½” (½ inch)

What is High Security Weld Mesh?

What to use where:
Non Corrosive area:
 Galfan wire un-coated (Not to be confused with Pre-galvanised)

 Pre-galvanised wire powder coated PPC - Check your coating
material and microns

Corrosive areas
(Coastal and inland industrial polluted areas)
 HDG - Hot Dipped Galvanized - Coating not advised

 TPC - Thermal Plastic Coating over pre-galvanised wire

 Galfan wire coated with TPC - The best of the best
for on the beach





 Manufactured according to: BS EN 10016-2

 Wire sizes in accordance with BS EN 10218-2

 Tolerance on the Mesh size in accordance with EN 10223-7

 Tolerance on the Panel size in accordance with EN 10223-4

 Welding strength in accordance with BS EN 10223-7

 Zinc coating in accordance with BS EN 1461

 Powder coating in accordance with EN 10245-1

 Anti corrosion in accordance with BS EN 3900 E4/F4

 Galfan (Zinc + Aluminium) - In accordance with BS EN 10244-2

 Heavy Galvanized - In accordance with BS EN 10244-2 and ASTM
A 641/A 641M

 Commercial Galvanized - In accordance with ASTM A 641/A 641M

 Wire has a tensile with tensile strength of min 550 MPA

 Welding strength in accordance with BS EN 10223-7

Compliances

Standards

Galvanisation

Tensile Strength

Post for Fixing Weldmesh

Hot Rolled IPE Posts

HIGH SECURITY WELDMESH 

SOUTH AFRICA OFFICE

A-1 Fence  
Aravali Fence SA (PTY) Ltd.

rd64 Harden Avenue, 3  Floor
Anderson Services, Building Sea View 
Durban, South Africa 
sales@a1fenceproducts.co.za
www.a-1fenceproducts.co.za

CORPORATE OFFICE

A-1 Fence Products Pvt. Ltd.
21, Raju Industrial Estate
Dahisar (East)
Mumbai 401 104. India.
T +91 (22) 28977540 / 7252
F +91 (22) 28485014
sales@a1fenceproducts.com
www.a-1fenceproducts.com

OMAN OFFICE

A-1 Fence Products Pvt. Ltd. LLC.
P.O. Box 149, Postal Code: 512
Buraimi Indl. Area, AI Buraimi
Sultanate of Oman
Tel: +968 94901633
Fax: +968 25640882
sales@a1fenceproducts.com
www.a-1fenceproducts.com

DUBAI OFFICE

Aravali Fence LLC.
thOffice No. 2403, 24  Floor

Bldg. Jumeirah Bay Tower X2
Tel: +971 44307207
www.a-1fenceproducts.com

Stronger, thicker (5mm) more secure post technology

Max Security as your coupling is 'hidden' behind your flange of
your IPE

No additional costs for cover plates and time wastage

Additional securing holes for easy assembly on slopes

Pre drilled holes on top of the IPE to facilitate electric
fence brackets

 Powder coating in accordance with EN 10245-1

 Thermal plastic coating in accordance with EN 10245-3

Coatings 

We promise to provide you the correct specification product 
every time.

A comprehensive certificate of compliance is available on each 
batch of fencing panels and posts.

The A-1 Fence Promise

 In High Security Areas, Anti-dig is required.
Please ask for advice and recommendations

 Additional security devises can be fitted for extra security

Note

With IPE post

We’re listening 
customer.feedback@a1fenceproducts.com
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